ANNEX “A”

Technical Specifications

	I.  Background

SLSU Main Campus (hereinafter, the Procuring Entity) intends to purchase the latest versions of Information and Communications Technology (ICT) equipment, software and peripherals (hereinafter, the Goods) to augment the ICT capability of the Information Technology Department of the Procuring Entity.

	II.  Technical Specifications

The goods must be brand-new and of a reputable brand.  Refurbished equipment are not acceptable.

The supplier shall provide SLSU Main Campus the Goods with the following minimum specifications:
	Compliance of  Statement

	Item
	Quantity
	Minimum Specifications
	

	Lot 1 – FURNITURE AND FIXTURES
	

	1
	6 units
	· Glass Dry Erase Board with Marker Tray Magnetic White

             Size         : 4x8

             Height    : 48 inches

             Length   : 96 inches

             Width     : 1/8 inches
	

	2
	3 units
	· Display and Storage Cabinet

            Steel Storage cabinet with Keyless electronic lock

            4 adjustable shelves

            Height      : 72 inches

            Width       : 36 inches

            Depth       : 18 inches
	

	3
	1 set
	· Office Sala Set / Receiving Set

Modular Polyester Sala Set 

Wood Frame and Metal Leg

Sec A        : 198 x 80 x 83 cm

Sec B        : 201 x 80 x 83 cm
	

	4
	2 units
	· Glass Cabinet (Office)

           Black Steel Clear View Storage Cabinet with Sliding Doors

           4 adjustable shelves

           Height       : 72 inches

           Width        : 36 inches

           Depth        : 18 inches  


	

	5
	1 set
	· Conference Room table and chairs (12-seater)

   1 wooden round conference table

   4200Wx1600Dx760H

   12 Leather seats with arm rest

   Seat Size   : 29x25x47inches


	

	6
	1 unit
	· Unit Compact Kitchen Sink (With Installation)

           1 pc 2-bowls stainless steel kitchen sink

           70 L x 41 W x 20.7 H cm

           1 stainless steel sink faucet

           360 degree rotation

           60 L x 10 W x 20 H cm

           Installation Fee/ labor
	

	7
	1 set
	· Executive Office Desk

           1 wooden executive office desk

           Height       : 30 inches

           Width        : 59.5 inches

           1 leather seat

           Dimension: 29 inch W x 26 inch D x 48 inch H
	

	8
	1 set
	· Reception Desk

           1 wooden reception desk

           3.7 x 59 x 26.6 inches
	

	Lot 2 – ICT Equipment
	

	1
	1 set
	Interactive Board

· Resolution 14600 x 9200

· Screen Surface Low glare melamine providing an efficient projection surface

· Board Size 87" Diagonal

· Overall Dimensions 2105mm x 1329mm

· Active Area Dimensions 1865mm x 1175mm

· Weight 40 kg

· Touch Response Rate 10ms

· User Input Cordless battery-free pen incorporating tip switch and side switch for full mouse functionality (ActivPen) and touch

· Connection To Computer USB 2.0, 1 x 3m USB 2.0 data cable required

· Connection To Peripherals 2 x USB ports on left hand side

· PC Requirement 2.0 GHz Intel Core 2 Duo or faster for HD-quality videos, 1 GB of RAM is required to play HDquality videos, 1024 x 768 resolution, 1.5 GB of Free Disk Space

· Mac Requirement 2.0 GHz Intel Core 2 Duo, 512 MB of RAM, 1024 x 768 resolution, 3.0 GB of Free Disk Space

· Linux Requirement 2.0 GHz Processor or faster for HD-quality videos, 1 GB of RAM is required to play HD-quality videos, 1024 x 768 resolution, 1.5 GB of Free Disk Space

· Operating System Windows XP SP3 and above (XP/Vista/7); Mac OSX 10.4.11 – 10.6.4 (Tiger/Leopard/Snow Leopard); Linux Ubuntu

· 9.10 or 10.04; Debian Lenny; Linex Colegios 2010; Linkat 3; ALT_Linux
	

	2
	25 units
	Branded Computer for IOS Development

· Desktop 21.5-inch

· 2.3GHz Dual-core Intel Core i5 processor Turbo Boost up to 3.6GHz

· 8GB Memory

· 1TB HD

· Intel Iris Plus Graphics 640

· 1920-by-1080 sRGB display

· Magic Keyboard

· Magic Mouse 2

Lightning to USB Cable
	

	3
	1 unit
	Vacuum Cleaner 

· 6.5 peak HP motor provides powerful suction for heavy-duty cleanup

· 20 ft. cord provides extra reach

· Accessory storage space for all the included accessories and the hose

· Air Watts : 286

· Detachable hand held blower provides 180 mph wind for removing debris from walkways, decks, yards, driveways, job sites, tools, etc.

· Large built-in drain located at lowest point of drum for emptying of water.
	

	4
	1 unit
	3D Printer

· To maintain the garage-built feel and the handmade charms, I3 pro C is also a build-it-yourself kit, which provide you an unforgettable step-by-step learning experience of 3D printer.

· The Geeetech i3 pro C is fast, easy to use, less costly, and great for builds that don't require super high precision. The Replicator 1 offers a layer height resolution of 0.1 mm - 0.3 mm, a positioning precision of 0.1-0.3mm on Z axis, and a maximum build envelope is 200 x200x180mm.

· Newly designed control system-GT2560 3D printer control board, a perfect combination of Arduino Mega2560+Ultimaker, making 3D printing faster and easier.
	

	5
	1 unit
	Laser Jet Printer

· Print up to 10ppm Colour, 12ppm Monochrome

· Print, Copy, Colour Scan functionality

· AirPrint Ready

· Wi-Fi enabled

· AirPrint ready

· Impressive colour with 1200 x 2400 dpi print resolution

· 525 MHz processor

· Eco-friendly with S-LED print engine technology and EA-Eco toner
	

	6
	1 set
	Sound System Amplifier

· MAIN UNIT SIZE (W X H X D)

· 455 x 165 x 330 mm

· Main Unit Weight 6.3 Kg

· Front Speaker Size (W X H X D) 510 X 773 X 458 Mm

· Front Speaker Weight   33.0 Kg

· Power Output      2400 W

· Preset Eq  Music/Football/Movie/Game/Drama/News

· Bass Boost Function  Mega Bass

· CD TIMER (REC / PLAY / SLEEP) No/Yes/Yes

· POWER SAVE MODE Yes

Network Connectivity

· NFC              : Yes

· BLUETOOTH® : Yes

Speaker

· Speaker System :  3way

· Tweeter Unit : 2.5 Cm X 1 (Horn Type)

· Mid Unit : 15 Cm X 1 (Paper)

· Speaker Woofer Unit : 38 Cm X1(Mrc)

· Detachable Grille : Black

· Speaker Terminal (Front Speaker)

· Direct Wire : Length Of Supplied Cable (Speaker)

· 2.5 M

Power

· Power Consumption On :  375w

Power Consumption Standby : 0.
	

	7
	3 units
	Air con Split type

· Nominal Size 1.5 HP

· Cooling Capacity 3,960-14,040 kJ/Hr

· Energy Efficiency Ratio 10.6-15.5 kJ/W-Hr

· Power Consumption 250-1,330 W

· 1.5HP


· X-Power2 Advance Inverter Technology

· Nano Filtration System

· Color: White

· Horsepower: 1.5

· Model: FP-53CVUR013
	

	8
	1 set
	Ring Binder Machine

· Machine type - Comb type

· Punching 80g/70g-A4/Sheets) 12/15

· Binding 80g-A4/Sheets 220

· Hole size mm 3X8

· Hole qty pcs 21

· Margin mm 3-6    


	

	9
	1 unit
	LCD Projector

· 5000 Lumens

· XGA (1024 x 768) Resolution

· Digital DisplayPort & HDMI Connectivity

· Split Screen

· 10W Speaker Output

· Direct On and Direct Off

· Horizontal Keystone Slider Tool

· DICOM Simulation Mode

· 1.6x Optical Zoom

· Kensington Style Lock Provision

· XGA, HDMI, USB Type B: 3-in-1 USB Display both for PC and MAC, PDF viewer & PC-free presentations via USB memory devices, 

H & V keystone correction, Quick cornerstone correction, Split screen, Quick start-up and Instant “Off” function.
	

	10
	1 unit
	LED HD TV

· AT least 75” , metallic design

· IPS 4K

· 75" UHD

· Color Prime

· HDR(High Dynamic Range)

· HDR Effect

· UHD Mastering Engine

· Ultra-Luminance

· Tru 4K engine

· ISDB-T

· HDR

· webOS 3.0 Smart TV

· Ultra Slim

· Magic Remote

· Magic zoom

· Magic Mobile Connection

· Smart Energy Saving

· Clear Voice III

· Wifi built-in

· Multi View

· Miiracast/WiDi

· Wireless sound sync

· LG Content Store

· HEVC 4K 60p codec

· USB Movie

· HDMI          
	

	11
	99 units
	Branded Micro Form CTO (optiplex) Computer

and Accessories 

· with 19 inches Branded monitor/screen

· Intel Core i3-6100T (DC/3MB/4T/3.2GHz/35W); supports Windows 7/8.1/10/Linux

· 4GB (1x4GB) 2400MHz DDR4
· w/ Vertical Stand
· Optical Mouse MS116 Black (En)
· Windows 10 Pro (64bit) English
· OS0Windows Media Not Included
· Win 10 Pro OS Recovery Environment 
· Suuport Assist
· Onsite Service-VN,PK,PH,BN,SL,BD
· 3YR Onsite Service-VN,PK,PH,BN,SL,BD
· NBD Onsite Labor Service only support limited OCSR parts replacement
	

	11
	1 set
	CISCO Bundle for CCNA Subject

Cisco Router

· Cisco 1941/K9 Integrated Services Router 

· 2 integrated 10/100/1000 Ethernet ports console and auxiliary ports, up to 115.2 kbps each (RJ-45 

· 2 enhanced High-Speed WAN Interface Card slots that can host Internal Services Module slot 

WS-C2960-24TT-L 

· Cisco Catalyst 2960 Series switch

· 2x1GE uplink 

· 24 Fast Ethernet port configurations 

· Advanced QoS, rate-limiting, Access Control Lists (ACLs),

· IPv6 management, IEEE 802.3af PoE with up to 15.4W per port

· for up to 48 ports

E1200-Access Point

· Linksys E1200-AP N300 Wifi Router

Network Standards:

· IEEE 802.3 

· IEEE 802.3u 

· IEEE 802.11b 

· IEEE 802.11a 

· IEEE 802.11g 

· IEEE 802.11n

· Radio Frequency Bands: 2.4GHz 

· Ports: 1x 10/100 WAN, 4x 10/100 LAN 

· LEDs: Power, WLAN, Ethernet, Internet 

· Buttons: Reset Button, Wireless Protected Setup

Cables/Connectors/Mounts

· v.35 - DTE smart serial cable DTE serial cable

· v.35 - DCE smart serial cable DCE serial cable 

· Cisco console cable RJ45 to DB9 Connectors

Open bay rack 2 posts floor mount 5ft
	

	12
	5 units
	Smart-UPS C 1000VA LCD RM 2U 230V

· Output power capacity

· 600Watts / 1.0 kVA

· Max Configurable Power (Watts)

· 600Watts / 1.0 kVA

Nominal Output Voltage

· 230V

· Output Voltage Distortion

· Less than 5% at full load

· Output Frequency (sync to mains)

· 57 - 63 Hz for 60 Hz nominal

· Topology

· Line Interactive

· Waveform type

· Sine wave

· Output Connections

· (2) IEC Jumpers (Battery Backup)

· (4) IEC 320 C13 (Battery Backup)

· Transfer Time

· 2ms typical

Input

· Nominal Input Voltage

· 230V

· Input frequency

· 50/60 Hz +/- 3 Hz (auto sensing)

· Input Connections

· IEC-320 C14

· Input voltage range for main operations

· 180 - 287V

· Input voltage adjustable range for mains operation

· 170 - 300V

· Number of Power Cords

· 1

· Other Input Voltages

· 220, 240

· Batteries & Runtime

· Battery type

· Maintenance-free sealed Lead-Acid battery with suspended electrolyte : leakproof

· Typical recharge time

· 3hour(s)

· Replacement Battery

· APCRBC124
· Expected Battery Life (years)

· 4 - 6

· RBC Quantity

· 1

· Surge Protection and Filtering

· Surge energy rating

· 459Joules

· Filtering

· Full time multi-pole noise filtering : 0.3% IEEE surge let-through : zero clamping response time : meets UL 1449

· Physical

· Maximum Height

· 89mm , 8.9cm

· Maximum Width

· 432mm , 43.2cm

· Maximum Depth

· 406mm , 40.6cm

· Rack Height

· 2U

· Net Weight

· 20.52kg

· Shipping weight

· 22.33kg

· Shipping Height

· 241mm , 24.1cm

· Shipping Width

· 546mm , 54.6cm

· Shipping Depth

· 584mm , 58.4cm

· Color

· Black

· Units per Pallet

· 16.0

· Environmental

· Operating Environment

· 0 - 40 °C

· Operating Relative Humidity

· 0 - 95 %

· Operating Elevation

· 0-3000meters

· Storage Temperature

· -15 - 45 °C

· Storage Relative Humidity

· 0 - 95 %

· Storage Elevation

· 0-15000meters

· Audible noise at 1 meter from surface of unit

· 42.0dBA

· Online thermal dissipation

· 46.0BTU/hr

· Conformance

· Approvals

· C-tick, CE, GOST, UL 1778, VDE

· Standard warranty

· 2 years repair or replace
	

	13
	1
	CCTV Package

4pcs OU24BV Bullet HD Camera

· Sensor: 1/2.7 PA5220

· DSP: Nextchip 2441H

· Resolution: 1928(H) x 1088(V) / 1920(H) x 1080(V)

· Effective Resolution: Approx. 2.4MP

· System: NTSC (OSD switch)

· Day and Night Mode: Auto/Color/black and white (OSD switch)

· Min.illumination: 0.01LUX

· S/N Ratio: ≥41dB

· IR LED: 42IR LEDs

· Lens: 2.8-12mm Manual Varifocal Lens

· IR Range: 40m

· BLC: AUTO

· AES: AUTO/ 1/50(1/60)-1/50,000sec

· AWB: AUTO

· Day and night switch control voltage: OFF(DC 0V) / ON:DC 3V-8V

· OSD language: English/simple Chinese/German/French/Italian/Spanish/polish/Russian/Portuguese/Dutch/Turkish

· Video output: AHD 1080P & 960H & 720P

· Video footage to take up space: 1min≈36MB (3.6mm lens)

· Working voltage: DC12V/80mA ±10mA(Wide Voltage 9V-18V)

· Working environment: -20°C --- 50°C

4pcs OM24DV HD Vandalproof Dome Camera

· Sensor: 1/2.7 PA5220

· DSP: Nextchip 2441H

· Resolution: 1928(H) x 1088(V)

· Effective Resolution: Approx. 2.4 M pixels

· System: NTSC OSD switch

· Day and Night Mode: Auto/Color/black and white (OSD switch) Min.illumination 0.01LUX

· S/N Ratio: ≥41dB

· IR LED: 30IR LEDs

· Lens: 2.8-12mm 3MP Manual lens

· IR Range: 30m

· BLC: AUTO

· AES: AUTO/ 1/50（1/60（-1/50,000sec

· AWB: AUTO

· Day and night switch control voltage: OFF(DC 0V) / ON:DC 3V-8V

· OSD language: English/simple Chinese/German/French/Italian/Spanish/polish/Russian/ Portuguese/Dutch/Turkish

· Video output: AHD 1080P; 960H

· Video footage to take up space: 1min≈24MB(3.6mm lens)

· Working voltage: DC12V/80mA ±10mA(Wide Voltage 9V-18V)

· Working environment: -20°C -- - 50°C

1pcs DVR

· 8Channel Pentra-brid 720P Compact 1U Digital Video Recorder, Embedded processor, H.264 video compression, Support HDCVI/AHD/TVI/CVBS/IP video inputs, Max 10 channels IP camera inputs, Long transmission distance over coax cable, Support 1 SATA HDD, up to 6TB

1pcs RG6P High Quality Coax Cable

· 300M RG6 with Power (Copper Conductor) – Outdoor, Copper Braided

1pc Centralized Power Supply

· 18CH, 20A, With Fuse (< 50M distance)

· With Installation 
	

	III. Terms of Technical Support
	

	1
	The Supplier shall provide 24/7 telephone, e-mail, chat, and remote technical support services covering all Goods with a two-day response time from SLSUs posting of support request.
	

	2
	The Supplier shall provide next-business-day onsite support for technical issues not resolved through the actions described in the preceding paragraph.  Hardware defects/errors in any component of the Goods shall automatically require onsite support.
	

	IV. Warranty
	

	1
	The Supplier shall replace Goods found to have satisfactory defects immediately.
	

	2
	The Goods must have a minimum one-year warranty inclusive of cost of replacement/repair of parts and labor.
	

	V. Delivery and Retrieval
	

	1
	The Supplier shall deliver the goods within thirty (30) working days from the receipt of the Notice to Proceed.
	

	2
	The Supplier must repair Goods that are under warranty within five (5) working days. 
	

	
	In case replacement or repair will take longer than five (5) working days, the Supplier shall provide a temporary replacement unit of equal capability and features as the item to be replaces/repaired. 
	

	VI.  Terms of Payment
	

	1
	All payments shall be inclusive of Value-Added Tax (VAT) and other lawful charges.
	

	VII. Miscellaneous
	

	1
	The Supplier shall agree with the definitions and terms found in the General Conditions of Contract (GCC) and Special Conditions of Contract (SCC) contained in the Philippine Bidding Documents for Procurement of Goods issued by the Government Procurement Policy Board (GPPB).
	


Note:

Bidder must state compliance to each of the provisions in the Terms of Reference/Technical Specifications, as well as to the Schedule of Requirements.  The STATEMENT OF COMPLIANCE must be signed by the authorized representative of the Bidder, with proof of authority to sign and submit the bid for and in behalf of the Bidder concerned.  If the Bidder is a joint venture, the representative must have authority to sign for and in behalf of the partners to the joint venture.

Conformé: 

_______________________________________

[Signature/s] 

[Name of Bidder’s Authorized Representative/s] 

_______________________________________

[Position] 

_________________________

[Date]

1

